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Conductivity Standards 
 

 

APPLICATION 

For the verification and calibration of analytical equipment used for the determination of conductivity. Widely 
used in industries such as petrochemical, pharmaceutical, utilities, etc.  
 
MAIN CHARACTERISTICS 

Traceable to N.I.S.T standard reference materials.  
Temperature dependence data lot number and expiry date printed on all product labels.  
Solutions standardised at 25°C.  
Accuracy ± 1 %.  
 

Reference  

number. 

Description Temp Pack Size Shelf Life 

CSKC13 1.30 Microsiemens/cm 25°C 1x250mL 3 months 

CSKC136 1.30 Microsiemens/cm 25°C 6x250mL       3 months 

CSKC5 5 Microsiemens/cm 25°C 500mL 6 months 

CSKC10 10 Microsiemens/cm 25°C 500mL 6 months 

CSKC20 20 Microsiemens/cm 25°C 500mL 12 months 

CSKC50 50 Microsiemens/cm 25°C 500mL 12 months 
CSKC84 84 Microsiemens/cm 25°C 500mL 12 months 
CSKC100 100 Microsiemens/cm 25°C 500mL 12 months 
CSKCS 147 Microsiemens/cm 25°C 500mL 12 months 
CSKC185 185 Microsiemens/cm  25°C 500mL 12 months 

CSKC200 200 Microsiemens/cm 25°C 500mL 18 months 

CSKC300 300 Microsiemens/cm 25°C 500mL 18 months 

CSKC400 400 Microsiemens/cm 25°C 500mL 18 months 

CSKC500 500 Microsiemens/cm 25°C 500mL 18 months 
CSKC1000 1,000 Microsiemens/cm 25°C 500mL 18 months 
CSKCL 1413 Microsiemens/cm 25°C 500mL 18 months 
CSKC2M 2o00 Microsiemens/cm 25°C 500mL 18 months 
CSKC2500 2500 Microsiemens/cm 25°C 500mL 18 months 
CSKC5M 5,000 Microsiemens/cm 25°C 500mL 18 months 
CSKC10M 10,000 Microsiemens/cm 25°C 500mL 18 months 
CSKC12880 12,880 Microsiemens/cm 25°C 500mL 18 months 
CSKC20M 20,000 Microsiemens/cm 25°C 500mL 18 months 
CSKC30M 30,000 Microsiemens/cm 25°C 500mL 18 months 
CSKC50M 50,000 Microsiemens/cm 25°C 500mL 18 months 
CSKC80M 80,000 Microsiemens/cm 25°C 500mL 18 months 
CSKC100M 100,000 Microsiemens/cm 25°C 500mL 18 months 
CSKC150M 150,000 Microsiemens/cm 25°C 500mL 18 months 
CSKC200M 200,000 Microsiemens/cm 25°C 500mL 18 months 
CSKC300M 300,000 Microsiemens/cm 25°C 500mL 18 months 
CSKC350M 350,000 Microsiemens/cm 25°C 500mL 18 months 
CSKC400M 400,000 Microdiamond/cm 25°C 500mL 18 months 
*CSKC450M 450,000 Microdiamond/cm 25°C 500mL 18 months 
*CSKC500M 500,000 Microsiemens/cm 25°C 500mL 12 months 

 *Hazardous to ship, additional surcharge for shipping. 

 
Conductivity Standard 


